
 

  
 

 

 

 
 

  
 

Caravan Chassis 
 

Service Schedule 

 

 
 
 

Work must be carried out in accordance with the latest maintenance manual specifications 
 
 

Customer: Make/model: VIN: 
 

 
CHASSIS AND RUNNING GEAR 
Coupling head and safety catch - check wear/damage and lubricate 
Ball acting stabiliser - check pads 
Breakaway cable and clip - check condition correctly routed and attachment integrity 
Head springs and damper - check operation, security and lubricate connections and moving parts 
Drawbar - check 
Jockey wheel - check condition operation and lubricate 

Chassis - check condition and security of assemblies 
Chassis to body - check security 
Corner steadies and spare wheel carrier (where fitted) - check for damage, operation and lubricate 
Wheels - check for damage and distortion 
Tyres - assess age and advise replacement if over five years 

OK  

 
 
 
 
 
 

Tyres - check condition and wear pattern (incl sidewalls and valves) Front axle Rear axle Spare 
Check and record tyre tread depths L 
Check and record tyre pressures (incl spare) L 

Suspension assemblies - check operation 
Remove brake drums - clean and check hub bearings and seals 

R L R 
R L R 

 

Brake shoes - clean and check condition of linings (including springs and expanders) 
Adjust brakes and check operation 

Brake rods, cables and supports - check operation, lubricate and adjust 
Replace road wheels and torque to manufacturer’s settings (quality control check required) 
Handbrake mechanism - check operation and lubricate 

VENTILATION 

Fixed ventilation openings - check for obstruction and free flow of air 
Roof lights - check to ensure free of obstructions 

12V ELECTRICS 

SERVICE INFORMATION/ADDITIONAL WORK 

12N and 12S plugs/cables (where applicable) - check condition and test  
Road lights and reflectors - check condition and operation  

Service Engineer: Quality control initials and date: 
 
 
Ensure vehicle is in an acceptable condition for handover 

 
© Approved Workshop Scheme (cass 12/07) 




